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LETTER OF TRANSMITTAL

CEPARTMENT OF THE ARMY
WASHINGTON, D.C. 20310

IN REFLY REFER TO:

April 8, 1965

Honorable John W. McCormack

Speaker of the House of Representatives

Dear Mr. Speaker:

I am transmitting herewith an unfavorable report dated 5 February
1965, from the Chief of Engineers, Department .of .the Axmy, together
with accompanying papers and illustratioms, on an interim hurricane
survey of the Connecticut Coastal and Tidal Areas, authorized by Public
Law 71, 84th Congress approved 15 June 1955, .

Copies. of the proposed report of the Chief of Engineers were fur-
nished the State of Connecticut and -the Departments ¢f the Interior and
Commerce. The State of Connecticut acknowledged receipt of the report
on 20 August 1964, but to date has furnished no written views with
regpect thereto. The views of the Departments of the Interior and Com-
merce are set forth in the inclosed communications, together with the
reply of the Chief of Engineers to the Secretary of Commerce,

The Bureau of the Budget advises that there is no objection to
the submission of the proposed adverse report to thé Congress., A
copy of the letter from the Bureau of the Budget is inclosed.

In view of the basic data contained therein, it is recommended
that this report printed.

Sincerely yours,

- e
l et "“‘-—--—.-.,...__'
" lirelcort OTEPHEN ATIRS .
P Secretary of the Army

—



COMMENTS OF THE BUREAU OF THE BUDGET

EXECUTIVE OFFICE OF THE PRESIDENT

BUREAU OF THE BUDGET
WASHINGTON, D.C. 20503

29 March 1965

Honorable Stephen Ailes
Secretary of the Army
Washington, D. C. 20310

Dear Mr. Secretary:

Mr. Alfred C. Fitt's letter of March 17, 1965, submitted
the unfavorable report of the Chief of Engineers on an
interim hurricane survey of the Connecticut Coastal and
Tidal Areas, authorized by Public Law 71, 84th Congress,
approved June 15 1955. B

‘ The Chief of- Engineers recommends t:hat further improve-'
ménts for hurricane protection in the coastal and tidal -
areas of Connecticut not be undertaken at this time, and -
that these reports, with selected illustrations be printed.

I am authorized by the Director of the Bureau of the
Budget to advise you that there would be no objection to
the - submission of the proposed adverse report to r.he
Congress. ,

Carl H. Schwartz, Jr.
. Chief, Resources and
: Civil Works Division
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COMMENTS OF THE DEPARTMENT OF THE INTERIOR

\ UNITED STATES
DEPARTMENT OF THE INTERIOR
OFFICE OF THE SECRETARY
WASHINGTON, D.C, 20240

October 1, 1964

Dear General Wilson:

This is in reply to your letter of August 14, 1964, requesting
" our comments on an interlm ‘hurricane survey of the Connecticut
Coastal and Tidal Areas,

This Department has no objectioh to your unfavorable report,

Sincerely yours,

AZK //‘L b~

" Deputy Assistant Secretary of the Interior

Lt, General Walter K, Wllson, Jr.
Chief of Engineers

 Department of the Army
Washington, D. C. 20315

vii



COMMENTS OF THE DEPARTMENT OF COMMERCE

THE UNDER SECRETARY OF COMMERCE
FOR TRANSPCRTATION
WASHINGTON, D.C, 20230

January 25, 1965
Lieutenant General W. K. Wilson, Jr.
Chief of Engineers
Department of the Army
Washington, D. C. 20315

Dear General Wilson:

On August 14, 1964 you transmitted for our information and comment your
report on an interim hurricane survey of the Connecticut coastal and tidal
areas, in partial response to Public lLaw 71, 84th Congress, lst session,
with a view to providing improvements for preventing loss of human lives
and damages to property resulting from flooding and wave action caused by
hurricanes. Your report includes the reports of the Division Engineer and
the Board of Engineers for Rivers and Harbors,

You concur in the views and recommendations of the Board of Engineers for
Rivers and Harbors and the reporting officer. They find that the six hur-
ricane protection projects which have been constructed, authorized, or
favorably recommended for Connecticut areas, if in operation, would result
in a reduction of 29 percent in the losses to be anticipated in the areas

by a recurrence of the record 1938 level of tidal flooding. Due to the
scattered nature of the remaining damages over more than 400 miles of shore-
line, it is concluded that no additional Fedexal improvements for hurricane
tidal~flood protection are warranted in Connecticut at this time.

You recommend that local interests consider measures to lessen future damages
and prevent loss of life from tidal flooding in flood plain areas, including:
Adhetrence to present emergency mobilization plans for the evacuation and
accommodation of residents during flood periods; Periodic notification of
residents of the flood danger and availability of plans and programs for
emergency warning and evacuation; Reviewing from time to time the adequacy
of present emergency evacuation programs, modifying and expanding such pro~
grams as found necessary and desirable; Adoption of zoning regulations to
control. development within the area of tidal flooding; Adoption of building
regulations establishing minimum elevations for fixst floors in new con-
struction, and requiring improved construction methods in areas subject to
flooding; Completion of measures that have been previously recommended to
control the exrosion of the beaches and preserve the shorelines. You also
recommend that the reports and selected illustrations be printed.

The Department has no objections to your findings and recommendations. We
suggest that you may wish to add a reference in the report to the U.S,
Weather Bureau's National Hurricane Research Project Report No. 28, YA
Model Hurricane Plan for a Coastal Community," Washington, 1959 as it may

viii



be helpful to local interests in implementing vour recommendations for
their participation in flood protection measures.

In reviewing this report we note the need for the following correction:
The track for the "Great New .England Hurricane, September 1938" {shown
in Figure B-1} is in error by a significant distance. Enclosed is a
copy of this figure with correct track enteved in red. The source for
the correction is U.S. Weather Bureau Technical Paper No. 36, "North
Atlantic Tropical Cyclones,' Washington, 1959, page 159, track 38«4,
The remainder of the meteorological material appears to be correct.

The Coast and Geodetic Survey finds that horizontal and vertical geodetic
control exists in the project area and no additional control requirement

is indicated. Further, nautical charts cover the areas discussed in the
report and are considered adequate.

Sincerely yours,

SR A U g

Clarence D. Martin, Jr.

Enclosure (not printed)
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LETTER TO THE SECRETARY OF COMMERCE

DEPARTMENT OF THE ARMY
OFFICE OF THE CHIEF OF ENGINEERS
WASHINGTON, D.C. 20315

iN REPLY REFER TO

ENGCW-PD - | 2 February 1965

The Honorable John T, Connor

The Secretary of Commerce

Dear Mr, Secretary:

‘This is in reply to the recent letter from the Under Secretary
of Commerce for Transportation commenting on the proposed report of
the Chief of Englneers on & hurricane survey of the Connecticut
Coastal and Tidal Areas. +

Your comments on the report are appreciated. It is noted that

the letter suggests that there might be appended to the report a

reference to & report "A Model Hurricane Plan for a Coastel Community
to assist local communities in minimizing fubure hurrilcane losses.
The information contained in the Weataer Bureau's report would be
helpful toc local communities in preparing for hurricenes, and I have
requested our Division Engineer to furnish copies of the report to
officlals of the communities in the study area., A revised page will
be inserted in the report to show the correct path of the September
1938 hurricane.

Copies of the letter from the Under Secretary of Commerce for
Transportation and this reply will be included with the report when
it is sent to Congress.

Sincerely yours,
(8igned)

We Ko WILSON, JR.
Lieutenant General, USA
Chief of Engineers



CONNECTICUT COASTAL AND TIDAL AREAS

REPORT OF THE CHIEF OF ENGINEERS, DEPARTMENT OF THE ARMY

HEADQUARTERS
DEPARTMENT OF THE ARMY
OFFICE OF THE CHIEF OF ENGINEERS
" WASHINGTON 25, D.C.

IN REPLY REFER TO
ENGCW-PD 5 February 1965

SUBJECT: Connecticut Coastal and Tidal Areas

TO: THE SECRETARY OF THE ARMY

1. T submit for transmission to Congress my report on a survey
of the Connecticut Coastal and Tidal Areas, in partial response to
Public Law 71, Eighty-fourth Congress, first session, with a view to
providing improvements for preventing loss of human lives and damages
to property resulting from flooding and wave action caused by hurricanes.
My report includes the reports of the Division Engineer and the Board
of Engineers for Rivers and Harbors. The reports &re concerned with
those portions of the State subject to tidal flooding that have not
been covered in previously submitted hurricane survey reports.

2. The Division Engineer finds that the six hurricane protection
projects which have been constructed, authorized, or favorably recom-
mended for Conmnecticut areas, would, if in operation, effect a reduction
of 29 percent in the losses to be anticipsated in the greas by a recur-
rence of the record 1938 level of tidal flooding. Due to the scattered
nature of the remaining damages, he concludes that no additional Federal
improvements for hurricane tidal-flood protection are warranted in
Connecticut at this time. He suggests a number of general measures to
be accomplished by local interests for preventing loss of life and flood
damage to shore properties in future hurricanes, and recommends that
further improvements for hurricane protection in the coastal and tidal
areas of Connecticut not be undertaken by the United States at this time.

3. The Board of Engineers for Rivers and Harbors points out in
its views that, in the absence of structural measures, local interests
should adopt and implement the measures suggested by the Division Engi-
neer for prevention of loss of life and minimization of property damages,
and noting the findings ¢f the Division Engineer recommends that further
improvements for hurricane protection in the coastal and tidal areas of
Connecticut not be undertsken by the United States at this time. The
Board further recommends that these reports, with selected illustrations,
be printed.



ENGCW.-PD . .
SUBJECT: Connecticut Coastal and Tidal Areas

4, I concur in the views and recommendations of the Board.

I T 5

W, K, WILSOWw, JR,
Lieutenant Gener
Chief of Enginegrs




REPORT OF THE BOARD OF ENGINEERS FOR RIVERS AND HARBORS -

ENGBR(22 May 64) 1st Ind
SUBJECT: Hurricane Survey Report on Comecticut Coastal and Tidal Areas

Board of Engineers for Rivers and Harbors, Washington, D, C. 20315
17 July 1964

TO: Chief of Engineers, Department of the Army

1. Connecticut is on the north shore of Long Island Sound
between New York on the west and Rhode Island on the east. The 24
commnities along the coast plus 4 along the banks of the Thames
River estuary have s total shoreline length of about 430 miles. The
population of these 28 cities and towns in 1960 was 960,626, en in-
crease of about 21 percent over 1950. Manufecturing, commercigl
navigation, réecreational boating, and the accommodation of tourists
and summer visitors are important factors in the economy of this
coastal region. Over 2,000 industrial plants, verying from small
one-man operations to factories employing over 5,000, are located
in the ares.

2. There are 27 authorized Federal navigation projects in
Connecticut, varying in magnitude from projects of 6-Foot depth for
recreational boating to projects of 35-foot depth for the benefit
of commercizl navigation. Most of these projects have been completed
or practically completed. Along the Sound there are 25 miles of public
and 55 miles of private beach. Cooperative beach ercsion control
studies, covering the entire coast, were made between 1949 and 1957.
These resulted in the authorization of Federal participation in 20
projects for the improvement of about 60 percent of the total public
beach frontage. This work has been substantially completed. The
studies also resulted in the recommendation of 29 projects for the
improvement of privately owned shores by locel interests.

3. Pursuant to the authorlzlng legislation, seven interim
, hurrlcane survey reports-have been submitted to date on a number of
Connecticut areas. These have resulted in:

&a. The construction of a protective project at Pawcatuck;

b. The authorization of projects at Stamford, Westport,
New London, and Mystic;

¢. A favorable recommendation for protection at Stratford;
and ' ‘

d. An unfavorable recommendation with respect to protection
at Fairfield,



This report covers the remsining Connecticut coastal areas for which
previous hurricane reports have not heen prepared.

L, Records indicate that 66 hurricanes have affected or threat-
ened the Connecticut coast since 1769. Nine of these have caused
severe tidal flooding. The two most destructive in recent times were
those of 21 September 1938, which caused tidal flooding to elevations
varying from 9.4 to 11.7 feet sbove mean sea level along the Connectl-
cut coast, and the one on 31 August 1954 which caused flooding varying
from 8.9 €0 11.0 feet sbove mean ses level. - A réecurrence today of the
record 1938 hurricane would result in losses estimated at $51,300,000
with no protection works in operation. With the six projects that
have been either constructed, authorized, or favorably recommended
in operation these losses would be reduced by $15,000,000. The remain-
ing losses of $36,300,000 are widely distributed over more than 400
miles of shore and the Division Engineer finds that it is impractical
to provide protection, to or above the 1938 level of flocding, to
reduce these losses. He further finds that completion by local inter-
ests of previously recommended beach erosion control measures would
be effective in preserving the shore front and would serve to reduce

REPORT OF THE DIVISION ENGINEER

SYLLABUS

Tidal flooding in past hurricanes and other severe
storms has caused c_onsidefable damage to public and pri-
vate properties along the shqr.eliné of Connecticut and cre-
ated flood and erosion problerns of serious conseguence,
Three severe hurricanes .ha.ve struck the state in the past-.

26 years with Ithe most severe occurring on 21 September
1938, This storm caused tidal flooding along the Connecticut
shore to eievations ranging from about 9,2 to 11,7 feet above
mean sea level, In the next most severe hurricane, on 31
August 1954., flood stages approximated the 1938 level from
the west limit of Stratford to the east limit of Madison, At
other locations along the Sound, the 1954 stage was zero to
1.6 feet below the 1938 level,

The occurrence today of flooding to the record 1938 level,

D O P N (. T S



at Stamford, Westport, Stratford, New London and Mystic
would together effect an estimated reduction of about
$13,600,000, The total reduction attributable to the six
projects is over $15,000, 000 which is equivalent to about

29 percent of the total estimated loss. The remaining dam-
ages of $36,300,000 are widely distributed, over more than
400 miles of shoreline making it impractical to provide hur-
ricane tidal flood protection to or above the 1938 level, Pre-
viously constructed and recommended beach erosion control
measures, in addition to preserving much of the present shore-
front, would also serve to effect some reduction in the flood
and wave damages caused by hurricanes and other severe storms,
It is concluded that it would be desirable for local interests to
give serious consideration to the fellowing measures to lessen
future tidal-flood losses:

1, Adherence to their present emergency mobilization
measures for the evacuation and accommodation of flood plain
residents during flood periods; and periodically notifying resi-
dents in the flodd-prone areas of the flood danger and apprising
them of plans and programs for emergency warning and evac-

uation.
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2. Reviewing from time to time the adequacy of their
present emergency evacuation programs, modifying and ex-
panding such programs as found necessary and desirable,
taking into account such factors as the need for improvement
of escape of evacuation routes.

3. The adoption of zoning regulations to control de-
vélopment within the flood plain,.

4., The adoptioﬁ of building regulations establishing
minimum elevations for fir‘st. floors in new construction, and
requiring improved construction methods in areas subject to
flooding, |

5. The completion of previous’ly-recomrhended meas-
ures to control thé erosion of the beaches and preserve the
shoreline,

The Division Engineer recommends that no further im-
provements for hurricane protection in the coastal and tidal
areas of Connecticut be undertaken by the United States at

this time.



J. S. ARMY ENGINEER DIVISION, NEW ENGLAND
CORPS OF ENGINEERS

424 TRAPELO ROAD
WALTHAM. MASS. 02154

ADDRESS REPLY TO:
DIVISION ENGINEER

REFER TO FILE NO.

NEDED-R : 22 May 1964

SUBJECT: Hurricane Survey Report on Connecticut Coastal
and Tidal Areas

TO: Chief of Engineers
ATTN: ENGCW-FD
Washington, D, C,

AUTHORITY AND INTRODUCTION

1, In view of the severe damages experienced in
the eastern and southern coastal areas of the United States
by the occurrence of hurricanes, the 84th Congress on 15
June 1955 adopted Public Law No, 71 which authorized the
Corps of Engineers to undertake a study of means to pre-
vent the loss of human lives and damages to property from
hurricane tidal flooding,

: The authorizing legislation provides that first
consideration be given to areas where severe damages have
occurred, Studies have therefore been completed on a num-
ber of Connecticut areas resulting in {1) the construction of
a protective project at Pawcatuck, (2) the authorization of
projects at Stamford, Westport, New London and Mystic,
(3) the submission of a favorable recommendation to Con-
gress on a project for Stratford, and (4) the submission of
an unfavorable report on protection.at Fairfield., Detailed
information on each of these seven projects is available in
the individual survey reports, The studies for this report
cover the remaining Connecticut coastal areas for which
previous hurricane survey reports have not been prepared,
The results of these studies are intended to serve as a
guide for future planning and to encourage the adoption of
measures which will further the work initiated by the Fed-
erally-constructed and authorized projects,



DESCRIPTION

2, The coastline of Connecticut extends along the
north shore of Long Island Sound from the mouth of Byram
River, at the New York-Counnecticut State line, northeas-
terly to New Haven Harbor thence easterly to the Pawcatuck
River, at the Connecticut-Rhode Island State line, a total
length of about 180 miles, The entire shoreline is irregular
and marked by numerous bays, coves, estuaries and pro-
montoriess Among the principal indentations in the shoreline
are the harbors at Greenwich, Stamford, Norwalk, Bridge-
port and New Havén, and the estuaries of the state's three
major rivers, the Housatonic, Connecticut and Thames, The
total tidal shoreline of the 24 cities and towns along the Sound,
plus four others along the Thames River below Norwich, meas-~
ures about 430 miles, The Housatonic, Connetticut and Thames
Rivers, which respectively drain the western Highlands, cen-
tral lowlands, and eastern highlands of the State, are all impor-
tant commercial waterways, They are also extensively used by
recreational craft, In addition to these three major rivers, the
lower reaches of a number of smaller streams constitute por-
tions of important harbors that are used for commercial naviga-
tion and recreational boating,

Approximately 80 miles, or nearly 45 percent of the
180 miles of shoreline along the Sound, consists of sandy beaches
that are utilized for publi¢ and private recreation, Nearly 50
miles of the total shoreline are rocky, about 30 miles are com-
posed of coarse gravel and cobbles, and nearly 20 miles are
marshy,

ECONOMIC DEVELCPMENT
3. GENERAL

Manufacturing, commercial navigation, recrea-
tional boating, and the accommodation of tourists and summer
visitors are important factors in the economic welfare of the
28 Connecticut cities and towns along the Sound and the lower
- Thames River estuary. The area is served by a network of

10
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highways. The main line of the New York, New Haven and
Hartford ‘Railroad closely parallels the entire shorefront

with branch and other lines affording connections to northern
points. Public airports are available in Stratford, New Haven,
Waterford and Groton., The United States Coast Guard Acade-
my and the U.S. Naval Submarine Base are located on the
Thames River above New London, The Electric Boat Company,
an important builder of submarines, is located on the New Lon-
don Harbor waterfront in Groton.

4, POPULATION

The year-round population of the 28 Connecticut
cities and towns in the study area was 960,626 in 1960, an
increase of about 21 percent over 1950. This represents ap-
proximately 38 percent of the total population of the state., The
population of the coastal cities and towns increases markedly
during the summer, as a result of an influx of summer vaca-
tionists, with several of the towns experiencing increases of
upwards of 300 percent in the summer,

5. INDUSTRY

The principal industrial centers along the coast
include Norwalk, Bridgeport, Stratford, New Haven and New
London, There are over 2,000 industrial plants in the area
varying from small one-man operations to factories employing
over 5,000, Among the more important industries in terms of
employment are those engaged in the manufacture of aircraft,
electrical equipment and machinery, and the fabrication of
metals.

6. NAVIGATION AND COMMERCE

Theré are 27 authorized navigation projects in
Connecticut. Most of these have been completed or practically
completed, Twelve are now utilized principally for the benefit
of commercial navigation and include the deep-draft ports of
New Haven and Bridgeport, with a project depth of 35 feet, New
London with a project depth of 33 feet, and the Thames River
improvement of 27 -foot depth. Channels varying in depth from
12 to 18 feet are av. ilable in the Connecticut River to Hartford,
the Housatonic River to Derby and Shelton, and at other industrial

12



and commercial centers such as Stamford and Norwalk, There
are 10 projects, with improved channel depths ranging from 6
to 15 feet, which are used chiefly by recreational craft at the
present time. Four of these have been constructed solely to
meet the demands of recreational boatings, The remaining five
of the 27 projects in Connecticut, with channel depths of 6 to

12 feet, are utilized to a considerable degree by recreational
craft but also carry a significant amount of commercial tonnage.

The total waterborne commerce in Connecticut
in 1962, including both receipts and shipments, amounted to
about 18,4 million tons, Over 99 percent of this total was handled
at the five major ports of Stamford, Norwalk, Bridgeport, New
Haven and New London and on the Housatonic, Connecticut and
Thames Rivers. About 12,000,000 tons, or 64 percent of the
total 1962 commerce, consisted of the receipts of petroleurn and
petroleum products and about 3,000,000 tons, or 16 percent of
the total, consisted of the receipt of bituminous coals

7e RECREATION

_ The provision of services associated with outdoor
recreational activity is of growing importance in the economic
welfare of the Counecticut coastal commaunities. Their favorable
location with respect to the densely populated southern section of
New England and the adjoining New York area causes an increasing
demand on the recreational facilities of the area. One-fourth of
the entire population of the United States is located within 300
miles of the area, Numerous opportunities for bathing, recrea-
tional boating, and fishing are afforded by Long Island Sound and
the many bays, coves, and streams along the coast of Connecticut.
There are 25 miles of public and 55 miles of private beach fronting
on Long Island Sound. Included in the publicly-owned shore fron-
tage are nearly five miles of beaches at four state-owned parks -
Sherwood Island in Westport, Hammonasset in Madison, Rocky
Neck in East Lyme, and Harkness Memorial in Waterford, The
state reported attendance at these four parks in 1962 of nearly

2. 5 million or about 50% of the total attendance that year.at all

of the 38 state-owned parks, Attendance at the four shorefront:
parks has increased 16 percent in the last five years even though
the attendance and use at Hammonasset, the largest of the four,
has been near capacity for a number of years, Two new coastal

13



parks, Silver Sands in Milford and Bluff Point in Groton, will
be opened in the near future, making available to the public

an additional I.5 miles of beach, Supplementing the state parks
are a number that are city or town-owned: These include fa-
cilities such as the Cummings and Cove Island Parks in Stam-
ford, Compo Beach in Westport, and Short Beach at Stratford.

Boating is one of the more important recreational
-activities in the coastal towns, At the present time there are
about 300 public and private installations for the construction,
repair, mooring, docking and servicing of recreational boats
along the 430 miles of the state's tidal shore line, Over one-
third of these facilities have been constructed since 1950, Many
of the older facilities have been enlarged or altered in recent
years to meet the requirements of the ever-increasing numbers
of recreational craft plying the Sound,

HURRICANE TIDAL FLOODING

8. The history of hurricanes in Connecticut dates back
to the storm of 19-20 October 1770 during which two vessels were
driven ashore at New Londons The distribution of recorded hurri-
cane occurrences along the Connecticut coast since that time, by
estimated degree of intensity, is shown in the following table.

TABLE 1

HURRICANE OCCURRENCES, CONNECTICUT COAST

Number of Occurrences

Severe Damage from Threat
Tidal wind and. to Total
Period Flooding = rainfall%* area events
1700-1800 1 2 1 4
1801-1900 5 _ 8 4 17
1901-1963 3 15 ’ 27 45
Totals 0 25 32 66

*¥Usually accompanied by high seas and moderate tidal flooding,
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The fact there is a record of 45 hurricane ex-
periences in the period 1901 to 1963, compared to 21 occur-
rences in the period 1770 to 1900 indicates a lack of records
on storm occurrences prior to 1900 rather than a trend toward
increased hurricane activity in recent years, ‘

The hurricanes and storms that caused the most
severe tidal flooding in recent times, listed in their order of
magnitude for the greater part of the coast, were those that
occurred in 1938, 1954, 1950 and 1944, For a distance of
nearly 35 miles along the Sound, between Stratford and Madison,
the 1938 and 1954 tidal flood levels were approximately equal,
Tidal stillwater levels associated with the two major hurricanes
experienced in 1938 and 1954 are given in Table 2 below, for
several locations along the Connecticut coast,

TABLE 2

HURRICANE TIDAL STILLWATER LEVELS

CONNECTICUT COAST

Normal Hurricane Stillwater Level
Location High Tide Sept, 21,1938 Aug, 31,1954
(feet msl} {feet msl} {feet msl)

Greenwich 1) 3.9 11,7 11,0
Norwalk 3.8 10,8 10, 2
Bridgeport 3.6 9.6 9.3
New Haven 3,5 9,5 9.5
Saybrook 1,9 9.4 9.1
New London 1.2 9.7 8.9
Stonington (2} I.0 10,4 9.6

{1} At western limit of town
{2) At eastern limit of town

Peak flooding along the coast during the 1988
hurricane occurred from one and one-half to two hours before
the time of normal high tides, and in the 1954 hurricane, from
zero to thirty minutes before. This timing contributed sig -
nificantly to the severity of flooding upon these two occasions.
A profile showing the heights of tidal flooding along the Con-
necticut coast in the 1938 and 1954 hurricanes is shown on the
fellowing page.

46-397 O-65—4 15
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Consideration of the hurricane tidal flood
problems along the coast presents the possibility that the
record levels of the past may be exceeded in the future.
Studies indicate that under conditions of a very severe hur-
ricane, timed so that its surge would strike coincident with
the top of a mean spring tide, flooding can be anticipated to
tidal elewvation three to six and one-half feet above the re-
cord level experiéenced along the Connecticut coast,

HURRICANE PROTECTION PROJECTS

9. In response to the Congressional directive contained
in Public Law No. 71, detailed investigations have been made
of areas along the Connecticut coast where heavy concentra-
tions of tidal-flood damages have been experienced. These
studies have resulted in the construction, authorization, or
favorable recommendation of protective works at six locali-
ties as listed in Table 3, below,

TABLE 3

TIDAL-FLOOD PROTECTION PROJECTS, CONNECTICUT

Project Location ' Status ' Estimated Cost
- ‘ : g (1963 Price Level)

Stamford Stamford Under design $ 7,400,000
Compo Beach  Westport Under design 310,000
Stratford Stratford Recommended 6,200,000
New London New London  Under design 3,430,000
Mystic Groton and

Stonington Authorized 2,130,000
Pawcatuck Stonington Completed 1963 945,000

In addition to the above, a survey report has been
submitted on the tidal-flood problem at Fairfield., The study de-
termined that a protection project at this locality would prevent
losses of about $1,000,000 in a recurrence of 1938 conditions,
Owing to the lack of public support, no project was recommended.
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HURRICANE TIDAL-FLOOD D.'B‘MAGES

10. Past damages from hurricane tidal-flooding
have been extensive. Surveys made after the 1938 and
1954 events reveal largs property losses. A recurrence
of the most recent severe hur'rica.ne, in August 1954, would
cause losses of over $33, 000,000 from tidal flooding in _
Conmnecticut, All of the 24 cities and towns along the Sound
and four others along the Thames River would share in this
total with the four principal centers of damage, Stamford,
New London, Groton, ‘and Stonington collectively accounting
for about 45 percent of the total loss. The damages that can
be expected in a recurrence of the two great hurricanes of
1938 and 1954, with no protection, and the damages that
would be prevented by the six Federal projects are given in
Table 4 on the follewing page.

A recurring 1938 hurricane under present con-
ditions and with no protective projects in operation would
cause losses from tidal flooding of over $51,300,000. The
completed protection at Pawcatuck would reduce this by ap-
proximately $1,400,000 and the five additional projects that
have been zuthorized or favorably recommended would to-
gether reduce the losses by an estimated $13,600,000, The
total reduction attributable to the six projects ($15,000,000)
is equivalent to about 29 percent of the total loss that would
be experienced in a future hurricane of 1938 severity with
no protective works in operation,
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Location

Greenwich
Stamford
Darien
Norwalk
Westport

Fairfield
Bridgeport
Stratford
Milford
West_Haven

New Haven
East Haven
Branford
Guilford
Madison

Clinton
Westbhrook
Old Saybrook
Old Lyme
East Liyme

Waterford
New London
Montville
Norwich
Preston

Ledyard

Groton

Stonington
Totals

HURRICANE TIDAL-FLOOD DAMAGES

TABLE 4

CONNECTICUT COASTAL AND TIDAL AREAS

(Thousands of Dollars-1963 Price Level)

Recurring
1954 Hurricane

Recurring
1938 Hurricane -

Recurring 1938

Damages Preventable
by Federal Projects(l)

700.0
3,300.0
500.0
1,200.0
1,100.0

700.0
00.0
1,500,0
500.0
200.0

1,000.0
700.0
1,400.0
200.0
700. 0

200, 0
700.0
1,200.0
1,700.0
1,000.0

300.6
4,300.0
700, 0
1,200.0

miror

minor
2,600,0
4,900,0

33,400.0

900, 0
6,200,0
600, 0
2,100,0
1,400,0

1,500.0

2,000,0
'1,500,0
500, 0
200,0

1,000, 0
700, 0
1,300,0
200, 0
700, 0

300.0
900.0
1,400, 0
2,000.0
1,100.0

400.0
5,500.0
900. 0
5,200.0

minor

minor
5,100.0
7,700,0

51,300, 0

5,600,0

300.0

1, 600. 0
3,000, 0(2)
15,000, 0

(1) Projects completed, authorized or favorably recommended.
(2} Includes $1,400,000 creditable to completed Pawcatuck project.
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ADDITIONAL HURRICANE PROTECTIVE MEASURES

11. Many miles of available sandy beaches outside the
existing or authorized project areas are extensively used
during the summer and numerous estuaries and coves along
the shore attract recreational boating., As the population
continues to expand and recreational pressures become even
more intense, the provision of protective measures to retain
these valuable resources will be found desirable.

_ Protective measures for reducing tidal-flood damages
fall into the following general classes:

a. Positive protective structures, These measures
include-structures such as barriers, with gated or ungated
openings, which would completely or partially clese off a
waterway to the entry of hurricane tides; dikes and seawalls
which would heold back the high water; and breakwaters which
would effect a reduction in the height of hurricane waves,
Measures to protect and restore the shore, such as rock re-
vetment and beach raising and widening, would offer partial
flood protection to inland properties, Such work can be com-
bined with other water resource development measures as they
become desirable and economical.

b. Flood proofing, strengthening, or relocating ex-
isting buildings. Following Hurricane ®Carol'" in 1954, a num-
ber of homes and other buildings within the flood zone were re-
located or raised to place their first floer level above the height
of expected future hurricane tides, To further mitigate future
losses, consideration should be given to the permanent relocation
of goods and equipment to higher floor levels, relocation out of
the flood plain, flood proofing and more substantial construction
to resist the destructive forces of high water and waves.

c. Restrictive zoning regulations and building codes.
The adoption of flood plain zoning regulations and modified
building codes requiring sturdier construction can be effective
steps in governing the future development of flood prone areas
to make them less vulnerable to the hazards of hurricane tidal
flooding.
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d, Hurricane warning and emergency flood mobilization
measures, These measures, coupled with plans for evacuation,
including the improvement of escape routes, are feasible measures
to lessen property damages in future storms. All of the Connecticut
towns along the Sound have programs in effect that provide for the
evacuation of residents from flooded areas and their accommodation

-during the emergency period. These evacuation programs, together
with the hurricane warning services now provided by the U:.S. Weather
Bureau, are essential supplements to other protection plans for the
area, An example of mobilization measures that can be taken is con-
tained in a report entitled ""A Model Hurricane Plan for a Coast Com-
munity, " This report was prepared in 1959 by the Weather Bureau,
U.S. Department of Commerce, in collaboration with the Corps of
Engineers,

SHORE EROSION

12. The many miles of sandy beaches along the Connecticut
shore, interspersed with nume rous headlands, are important assets
to the local communities and shorefront property owners. The prin-
cipal problem is one of deterioration and gradual eresion of the
beaches with the average yearly recession varying from a fraction
of a foot to several feet per year at the more vulnerable locations,
Destruction of the shorefront has been most serious during hurricanes
and other severe storms, The problem becomes more intense as use
of the shorefront for recreation increases,

Cooperative beach erosion control studies, covering the
entire coast of Connecticut, were made between 1949 and 1957 and 11
reports thereon prepared and submitted to Congress. (See Appendix
A for listing of prior reports)., Subsequently, Congress authorized
Federal participation in 20 projects for the improvement of publiciy-
owned shore frontage in 12 communities, These 20 projects together
entailed the placement of sand on 67,500 feet of beach and riprap on
700 feet; the construction of groins, jetties and training walls; and the
extension of existing protective works, The recommended work has
been substantially completed by the State of Connecticut with the ex-
ception of the placement of sand on 2,800 feet of Greenwich Beach and
the placement of sand en 10,000 feet of beach and the censtruction of
11 groins at Milford., The cost of the completed work, which covers
about 60 percent of the public beach front, has been $3,600,000 in-
cluding $1,000,000 contributed by the Federal Government,
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The reports alsc recommended 29 projects, in 10
towns, for the improvement of privately~.owned shores by local
interests, with no Federal participation., These 29 projects to-
gether provide for the placement of sand on 57,200 feet of beach,
and riprap on 1,900 feet; the counstruction of groins, jetties and
training walls; and the extension of existing groins. Of this
recommended work, local interests have placed sand on 8,200
feet of heach and riprap on 700 feet, at 4 locations, at a total cost
of $590, 000,

. Local interests have also spent about $200,000 in

the placement of sand fill along 11,200 feet of beach at three lo-
cations in Bridgeport-Stratford, Branford and Clinton. Shore im-
provement work at four cother localities (Norwalk, Fairfield, Strat-
ford and New London), at an estimated cost of $1,000,000, are being
planned by the State for accomplishment in 1964, and projects at
three additional localities (West Haven, East Lyme and Groton)

are being planned for 1965.

The projects recommended for local accomplishment
in previous reports were found to be warranted at the time the re-
ports were prepared. The growing demand for shorefront properties
in recent years ahd a resulting increase in.property values would
indicate a desirability for completion of this work, The projects,
in additicn to previding benefits from the reduction in shore erosion,
will provide reductious in wave and flocod damages in hurricanes and
other storms,

SHORE RESTORATION AND PROTECTIVE MEASURES

13, The restoration, protection and improvement of shore
areas is a desirable first step toward preventing loss of life and
reducing damage to property in future hurricanes, The natural
beaches and headlands of Connecticut form an essential line of de-
fense against hurricanes and other storms, Since there is an in-
adequate supply of beach-building material, artificial provision of
material must be considered to replace losses or to restore the
beaches to meet future expected increaseed usage., This may be
accomplished by:

22



. a. Creating a supply by placement of a stockpile
of sand on the beach where it can be distributed by wave action
along the length of the beach,

b. Creating a supply by construction of dunes along
the backshere, and nourishment of the beach through natural ero-
sion of their seaward face.

c. Artificial beach building through direct placement
of sand on the beach with the rate of loss retarded by a groin
system,

The erosion of headlands may be decreased by placing
rock revetment along the toe of the slope or by the construction
of seawalls or bulkheads.

IMPROVEMENTS CONSIDERED

14, The principles of hurricane tidal flood protection,
shore protection, and related water resource development have
been applied to each of the 24 Connecticut cities and towns sub-
ject to tidal flooding which were not covered, or were only par-
tially covered, by earlier interim hurricane survey reports.
General plans, based upon sound coastal engineering practices,
were developed for the areas of concentrated damages in each
of these communities. These general plans are outlined in Ap-
pendix D to serve as a guide to future integrated public and pri-
vate development, It was found in each case that, under present
economic conditicns and current requirements for Federal par-
ticipation, additional hurricane protection would not be warranted
for various reasons including the wide distribution and scattered
nature of damages, the cost of construction and the reluctance of
local interests to participate in the cost of protective measures at
this time. Hurricane protection plans were evaluated both alone
and as multiple-purpose projects in conjunction with completed or
recommended beach erosion control measures,

DISCUSSION AND CONCLUSIONS

15, A recurrence today of the hurricane of September 1938,
which caused the record level of tidal flooding in Long Island Sound,
would result in tidal flood damages in excess of $51,300,000 in 28
Counnecticut coastal cities and towns. Operation of the completed
Pawcatuck project together with the four authorized projects at Stam-
ford, Westport, New London and Mystic, and the recommended project
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for Stratford would reduce the damages in a recurring 1938 hur-
ricane by over $15,000,000. Studies made for this report sought
possible solutions to the hurticane tidal-flood problems remain-
ing after the protection that would be afforded by the six Federal
hurricane protection projects which have been completed, au-
thorized or proposed, Although no additional Federal improve-
ments for hurricane flood control are recommended at this time,
the studies may serve as a guide and point of departure for future
coastal protection facilities,

Other measures can lessen the effect of future storms and
should be considered. Completion by local interests of the numer-
ous improvements previously recommended in the interest of beach
erosion control would be effective in preserving much of the shore
front and serve to effect some reduction in the flocd and wave dam-
ages that would be experienced in future hurricanes, particularly
storms of less severity than the one in 1938, Flood plain zoning,
flood proofing of buildings, warning systems and emergency evac-
uation plans are needed to reduce future damages. To assist the
State and communities in disseminating information on flood hazards,
maps of flood-prone areas and records of tidal flood elevations and
frequencies have been prepared, From a long-range viewpoint,
shore protection and erosion control measures can be constructed
when warranted to protect against hurricanes and severe storms;
to preserve the beaches; and to meet the pressures and needs of a
growing population. '

It is concluded that it would be desirable for local interests,
both public and private, to give serious consideration to the following
measures to lessen future damages and prevent loss of life from
tidal flooding. '

a. Adherernce to their present emergency mobilization
measures for the evacuation and accommodation of flood plain resi-
dents during flood periods; and periodic notification of residents
in the flood-prone areas of the flood danger and availability of plans
and programs for emergency warning and evacuation,

- b. Reviewing from time to time the adequacy of present
emergency evacuation programs, modifying and expanding such pro-

grams as found necessary and desirable, taking into account such
factors as the need for improvement of escape or evacuation routes,
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c. The adoption of zoning regulations to control de-
velopment within the area of tidal flooding.

d. The adoption of building regulations establishing
minimum elevations for first floors in new construction, and re-
quiring improved construction methods in areas subject to flooding.

e. The completion of measures that have been previously
recommended to control the erosion of the beaches and preserve
the shore line. The protection and improvement of the natural
beaches of Connecticut is desirable since they form a first line
of defense against hurricanes and other storms and are an impor-
tant recreational asset.

RECOMMENDATIONS

16 Tt is recommended that no further improvements for
hurricane protection in the coastal and tidal areas of Connecticut,
in addition to those presently authorized or favorably recommended
in prior reports for construction at Stamford, Westport, Stratford,
New London, and Mystic, be undertaken by the United States at this
time., : -

It is further recommended that this report, with ap-
pendices, be printed to serve as a guide to public and private in-
terests in their long-range planning for the full development of the
lands, waters and other natural resources of the Connecticut coastal
area.

It is also recommended that this report be accepted as
complying in full with the directive authorizing the hurricane study of
the Connecticut coastal area,

P, C. HYZER
Brigadier General, USA
Division Engineer -
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APPENDIX A
PRICR STUDIES AND REPORTS

A-l, Tabulated beélow are the 7 interim hurricane survey
reports on Connecticut coastal areas that have been subtmitted
in compliance with the authorization of Public Law 71, 84th
Congress, aporoved June 15, 1955, and the 10 reports on a co-
operative beach erosion control study of the state that have
been prepared under the provisions of Section 2 of the River
and Harbor Act approved July 3, 1930, as amended and supple-
mented.

TABLE A~-1

PRIOR REPORTS - CONNECTICUT COASTAL AREX

House
Area or Locality Document Congress Sesse Year

Interim Hurricane Survey Reportis

Stamford, Conn. 210 86 1 1958
Westport, Conn. 412 87 2 1962
Fairfield, Conne. 600 87 2 1962
New London, Conn. 478 87 2 1962
Mystic, Conns 411 87 2 1962
Pawcatuck, Conn, 212 B6 1 1959

Stratford, Conr, {Report of Chief of Bngineers submitted to
- Secretary of the Army, 29 January 1964)

Beach Erosion Control Studies

Area 5, Pawcatuck R. t¢ Thames

River, Conte 31 83 1 1952
Area 10, Thames R, to Niantis

Bay, Conn. 334 BS A 1957
Area 6, Niantic Bay %o

Connecticut River, Conn. 84 83 1 1953
Area 4, Connecticuet River to

Hammonasset River, Conn, 514 82 2 1952
Area 5, Hammonasset River to

East River, Conn. 474 81 2 1950
Area 9, East River to New Haven

Harbor, Conna 395 84 2 1957
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Area or Locality

House
Document Congress gSess. JYear

Beach Brosion Contml Studles

(bont.)

Ares 3, New Haven Harbor to ' : ' '
Houssatonic River, Comnne 203 . B3 1 1953
Area 7, Housatonic River to

Ash Creek Conna. 248 83 2 1953
Area 1, Ash Creek to Saugatuck

vaer, Conn. 454 81 2 1950
Areas 8 and 11, Saugatuck ‘

River {o Byram River, Conn.. 174 85 1 1957

A-2, Other recent reports of interest in connection with
studies of the hurricane and shore protection problems along the
Connecticut coast are listed below:

as The following chapters (unpublished) of Part Two
of the report on the "Land and Water Resources of the New England-
New York Region," (Senate Document No. 14, 85th Congress, lst Ses-
sion), prepared by the New England-New York Inter-Agency Committee,
pursuant to presidential directive of Qctober 9, 1950:

(7)

Chap ter XVII- Pawcatuck River Basin

Chapter XX~ Thanes River Basin

Chapter XXI- Connecticut River Basin

Chapter XXII- Housatonic River Basin

Chapter XXIII-Connecticut Coastal Area
Chapter XXIV~ Special Subjects, Subregion "B",
Volume 2 - Harbors and Beaches, Conmnecticut,
and other subjects.

Chapter XXXIX-Special Subjects, Regional,
Volume 4 « WHurricanesh

be Shore Protection Planning and Design, Technical
Report No. 4, Beach Erosion Board, Office, Chief of Engineers,
May 1961. This report presents techniques for the solution of
shore protection problenms,
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APPENDIX B
HISTORY OF HURRICAMES AND OTHER STORM OCCURRENCES
B-l, GENERAL

In order to forecast the possibility of future hurri-
cane osourrences, a review has been made of historical data on
past hurricanes that have struck or threatered the coast of Con-
necticut. Since the eastern entrance of Long Island Sound lies
in the path of hurricanes moving into New England from the south,
the Connecticut coastline, on the north shore of the Sound has
frequantly been subjest to tidal flooding from hurricane surges
moving west up the Sound. The recards indicate that the coast
of Connecticut nas sxperienced or has been threatened by hurri-
cane tidal flooding upon 66 occasions since 1769. The greater
mumber of these hurricanes, owing to the locations of their paths,
did not cause tidal flooding along the Connecticut shore. How-
ever, they did present a potential threat of such flooding. Of
the 9 hurricanes that have caased severe tidal flooding, the 5
greatest, as far as can be determined from existing records, are
listed helow in thelr sstimated order of magnitude. '

21 Sephember 1928
£4 Aigust 189%
31 August 1954
15 September 181E
14 September 1944

In resent ysars, the hurrisanes that caused tidal flooding
aloeng the ccasts of Rhode Island and southern Massachusetis also
caugad fliocding along the Comnecticut coast. Prior to 19 October
1770, five hurricanss are known to have affected the coastal areas
¢f Massachuzeitts anmd Rhode Island. The two earliest of these
sterms, namely thaose of 15 August 1835 and 3 August 138, caused
extensive tidai flizoding, prebably the greatest ever experienced
in New Ergland curing the past 200 to 300 years. OSince there was
very little development dlong the Connecticut shore until after
1628, there ars nc avsilable records to indicate that these storms
affected Long Iszland HSound. It is reasonable to assume, however,
that they did carse irundation ¢f the coastal lowlands of Connecti-
Ziuhe

Sirce the extent of flood damages is relative to the degree
of develcpment in the areas flcoded, the early great hurricanes
wera no% as danaging as those of the presemt century, As a matter
of fact, the two earliest hurricanes of record in New England,
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which according to history must have been very severe, occurred
prior to the establishment of settlements along the Connecticut
coast. The recurrence of these tw hurricanes under present
conditions would cause extensive damages, possibly in excess of
the damages sustained in September 1838,

B-2., SUMMARY OF HURRICANE AND STCRM OCCURRENCES

A total of 66 hurricanes are known to have either hit
or threatened the Gonnecticut cozst since 1768, These storms
have been classified with respect to their effect on the coast
as indicated below:

Type "A" - Hurricanes causing severe tidal flooding

Type "B" - Hurricanes causing damage from wind and
rainfsgll (usually accompanied by high seas
and moderate tidal flooding)

Type “C® -~ Hurricanes threatening the area.

In the latter case, (Type "C") a slight change in meteoro=-
‘logical comditions could have caused any of these hurricanes to
follow a course more critical to Long Isdland Sound, thereby sub-
Jecting the Connecticut coastal area to tidal flooding.

0f the 66 hurricanes of record since 1769, 9 are of type WAM,
25 of type WBW and the remaining 32 of type "C¥. Forty-five of
the listed hurricane experiences (3 type ®A%, 15 type ¥BY, and
27 type "CH,) have occurred during the period from 1901 to 1963,
inclusive. - The fact that there is a record of 44 hurricanes in
this 63-year period, as compgred with 21 in the l3l-year period
fram 1770 to 1900, inclusive, is not considered indicative of a
greater trend in hurricane act1v1ty in recent years but to a lack
of records and informmation on storms prior to 1900,

A summary of the occurrences of hurricanes ard other severe
storms that have struck or threatened the Gomnecticut coast with
tidal fleooding, together with brief historical descriptions of
those thal caused damnage, are contained in the six individwnal sur-
vey reports that have been previously prepared on Stamford, West-
port, Stratford, New London, Mystic, and Pawcatuck, Connecticut,

B-5. HURRICANE TRACKS

The tracks of three notable hurricanes cansing tidal
flooding and serious damages alorg the Connecticut coast, namely,
. those of September 1938, September 194}, and fugust 195k, and
Hurricane Diane, August 1955, which brought record rainfall to many
areas in southern New England, are shown on Plate B-l,
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AFPENDIX G
DESIGN STUDIES AND HYDRAULICS
G-1. DESIGN CRITERIA

The design of structures has followed published stand-
ards of the Chief of Engineers and the Coastal Engineering Re~
search Center. Design wave heights would be from 6 to 16 feet
with periods of 6 to 13 seconds. The significant wave height,
the average of the highest one-~third of the waves in a wave train,
is used in determmining the stone sizes for slcpe protection, the
top elevations of the varicus structures in the plan, and the
height of wave run-up. The wave heights at the toe of the pro-
tective works are calculated on the premise that the maximum
wave height that can be sustained is equal to (.78 times the depth
of water at the toe. Wave run-up was computed for & large rumber
of different combinations of compesite and simpie slopes and berm
widths by the method outlined in "Wave Run~up on Composite Slopes"
(1), and a design selected to prevent or minimize overtopping of
the protective structures. The assumption was made that the run-up
on rock slopes would bve reduced EO percent because of the increased
roughness factors Rock sizes and the thicknesses required for the
cover, bedding and filter layers were based on the technical paper,
"Laboratory Investigations of Rubble~Mound Breakwaters® (R2), dated
June 1957, using a XKd displacement factor of 3.2 and "Wave Forces
on Rubble-Mound Breskwaters and Jetties® (2) dated September 1961,

C-2. FPROTECTIVE STRUCTURES

The most practical protection for shorefront cottage
developments, fronting on existing beaches consists in wost in-
stances of the placement of sand f£ill to ralse and widen the beach
and constructing an earth-filled, rock-faced dike along the lande
ward limit of the fill. Design of the fill includes a berm with
a minimum width of 50 feet and a top elevation ranging, in general,
from about six to eight feet above mean spring tide dependent on
location on the coast and the level of tidal flooding for which
the project is being designed. Design of the dike includes con-
sideration of the effect of erosion of the berm, wave setup on
the berm, size of wave bredcing on the dike and the allowable
a antity of overtopping during a hurricane. {(See Plate D=4 for
typical section. ' : -

(1) By Thorndike Saville, Jr., Coastal Engineering Research
Center, Washington, D. C.

(2) By Robert Y. Hudson, Waterways Experiment Station, Vicksburg,
Mississippi
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Diking alone has been considered in the following instances:

(1) The protection of property along rocky shores or water-
front areas where the maintenance of new beach f£ill is considered
impractical.

(2) Protection of properties located back from the shore.

(3) To effect closure between shorefront protection and high
ground to the rear. In cases where limitations are presented by
reason of space restrictions, concrete walls or sheet steel piling
are utilized in lieu of dikes.

HYDRAULICS
C-3. HURRICANE OR STORM-IIDE FLOOD IEBVELS

The heights of tidal flooding experienced at a mmber
of locations zlong the Gonnecticut coastal area during Hurricane
Cap1t (1954) were obtained in the field and the elevation of
these flood levels were detemmined by a field level party and ree
ferred to mean sea level. This infoarmation was supplemented by
material on high water levels collected by the Corps of Engineers
after the September 1938 hurricane. Based on these data, profiles
have been prepared for the 1938 and 1954 tidal flood elevations
between Willets Point, New York, at the western end of Long Island
Sound, and Warehan , Massachusetts, at the eastern end of Buzzards
Bay. Profiles of 1938 and 1954 flood levels slorng the Comnnecticut
coast are shown in the main report.

C=4, STANUARD FROJECT HURRICANE

A Standard Project Hurricane has been established with
the cooperation of the U. S. Weather Buresm and the Coastal Engi-
neering Research Center (formerly the Beach Erosion Beard) assisted
by the Texas Agricultural and Mechanicsl Research Fourmdation. In
selecting the Standard Projeéct Hurricane, the 1944 Hurricane, which
when of £ Cape Hatteras, had the greatest amount of energy of any
recorded storm along the Atlantic Coast, was transposed so that it
would be over water between Cape Hatteras and the New England Coast,
resulting in less rise in barcmetric pressure at the center of the
storm during its travel than actually occurred in 1944. The trans-
posed hurricane is assmimed to advance in a due northerly direction
at a forward speed of 40 knots (about 46 m.p.h.) in one case, 30



knots (about 34 m.p.hs) in a second case, with its center cross=
ing the New England coast at a point 49 nautical miles (56 stat-
ute miles) west of Montauk Point, Long Islami, near the eastern
entrance to Long Island Sound. This storm track places the ene-
trance to the Sound in the most critical ares of the hurricane
and produces the highest surges along the Connecticut shoreline
of Long Island Sound. The maximum surge, at the eastern end of
Long Island Sound, has been determined to be 13,4 feet, Routing
this up the sound gives surges fram 9.0 to about 130 feet at
various locabions along the sound. Adding the surges to the mean
spring tide has been designated as the Standard Project Flood
Level.
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APPENDIX D
CONSIDERED PROTECTICN PLANS

D-l, Studies have been made to determine the passibilities of
protecting the flooded areas along the Connecticut shoreline of Long
Island Sound and the Thames River which have not been previously
covered by an interim hurricane survey report. Emphasis has been given
to the areas in each community where the heaviest concentrations of
tidal-flood damages have been experienced., The considered protection
for an area consisted of one or more of the following structures along
the shorefront:

a8, Barth-filled dikes, rock-faced where exposed to wave
attack, otherwise sodded and seeded,

bs EBarth-filled, rock~faced barriers aéross streams, bays
and/or coves, with gated or ungated openings for navigation,

Cc. Concrete walls,
de - Steel sheet pile bulkheads or walls,

€., The raising and widening of existing beaches by the place=-
ment of sand fill., This would provide a beach of greater width and
higher berm than the beach fill needed solely for beach erosion control
purposes., To secure protection against the record 1938 level of flooding,
or some higher level, and to prevent overtopping, the sand fill would be
augmented by the construction of a dike along the landward limit of the
fill,

Provisions were also included for (1) dikes and/or walls connec-
ting the ends of the shorefront protection to high ground in order to
secure complete closure of the area to be protected, (2) facilities for
handling interior. drainage, (3) gate structures at dike crossings of
highways and railroad, and (44) other appurtenant works. Brief descriptions
of the flood situation in the respective communities covered by this
report and of the considered protection for each are contained in the .
following paragraphs. Typical sections are shown on Plate No. L, The
locaticns of the considered protection are shown on Plates Nos, 1, 2,
and 3. :

D~2, GREENWICH

a. oShoreline, The Sound shoreline of the town measures aboub
11.9 miles of which about 8.2 are privately owned, The total tidal shore
line, including the tidal reaches of the lower Byram River, Cos Cob
Harbor and the lower Mianus River,Greenwich Cove, and other identations,
is approximately 26 miles. '
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b. Tidal Flooding and Damages. The flood levels and losses
in recurring hurricanes of 1938 and 195} severity are listed belows:

Hurricane Stage (west to east) Recurring Loss
(feet msl)
1938 11.7 %o 11,1 $890,000
195 : 11,0 to 10.4 700,000

‘ " In a Standard Project Hurricane flooding would be experienced
o a stage varying in elevation from 15.8 to 1L.9 feet msl, west to
east,

The damages are scaitered along the entire shoreline of the
town, The losses in the 0ld Greenwich area of the town, between Gresenwich
Cove and Stamferd Harbor, would account for over one-half of the total
loss in a recurring 195l hurricane.

: ¢. Considered Protection., Consideration has been given to
protecting three areas of the town against flooding to and above the
record 1938 level, These plans were:

(1) Diking along the east side of Strickland Road,
south of East Putnam Avenue, to protect pr0perties in flooded area on
north and south sides of Loughlln Avenue, in the Cos Cob section of the
town,

(2) Diking along the shore to protect the flooded area
east of Shore Road and south of Wood Road in the Rocky Point area.

(3) Diking along the shore and across portions of Green-
wich Cove to protect the flooded area at the head of the cove, south of
Edgewater Drive and west of Sound Beach Avenue, in Old Greenwich,

D-3, STAMFORD

The authorized project for this city is described in House
Document No. 210, 86th Congress, lst Session.

D-4. DARIEN

a. Shoreline, The town has a shoreline along the Sound of
about 6,0 miles, of which about 0.6 mile is publicly owned; and a total
shoreline, including Holly Pond, the lower Fivemile River and other in-
dentations, of about 15 .miles.

b, Tidal Flooding and Damages., The flood levels and losses
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in recurring hurricanes of 1938 and 195 severity are listed belows:

Hurricane Stages _ ‘Recurring Loss
(feet msl) .
1938 11,0 $620,000
295 10.3 480,000

In a Standard Project Hurricane flooding would be experienced
to a stage varying in elevation from about 4.6 to 1h,3 feet msl, west
1o east.

The losses are scattered over the entire shoreline of the town,
Over one-half of the losses along the sound, or about one-third of the
town losses, in a recurring 1938 or 1954 hurricane, would be in the
nature of damage to grounds, seawalls, plers and other shorefront struc-
tures,

c. Considered Protection. No particular plan was studied.
The nature of the damage, its wide distribution, and the frequency of
its recurrence are such as to make studies of protective measures un-
warranted at this time.

D-5, NOEWALK

a. Shoreline, The city has a shoreline along the Sound of
about 7.8 miles of which about 0.9 mile is publicly owned. The total
shoreline, including the navigable portions of Fivemile River and Norwalk
Harbor and River, and the shores of other indentations, is approximately
17 miles.

b, Tidal Flooding eng Damages., The flood levels and losses in
recurring hurricanes of 1930 and 1954 severity are listed below:

Hurricane Stage (west to east) Recurring Loss
1938 11.0 to 10,7 $2,100,000
195 1043 to 10,2 1,200,000

In a'Standard Project Hurricane flooding would be experienced to a
stage varying in elevation from about 4.3 feet %o 13.8 feet msl, west
to east.

The damages are scattered along the entire shoreline with three
areas mentioned below, accounting for over 70 percent of the total,.

c. Considered Protection, Consideration has been giwven to
protecting three areas of the city against tidal flooding to and above

39



the record 1938 level. These plans were:

(1) Protection of the flooded area between the Fivemile
River and Farm Creek by construction of concrete walls along the lower
reach of the Fivemile River, with dike connections to high ground, and
diking to prevent overflow from Farm Creek.

(2) Protection for Harborview by sandfill and diking
along the east and north shores of the area and diking along the west
and southa. '

(3) Protection for the flooded area in South Norwalk,
gouth of the railroad, by the construction of dikes and walls along
the shore and parallel to and east of Water street to high ground on
the west side of Woodward Avenue, south of Burnett Avenue.

D-6, WESTPORT

The authorized project for this town is described in House
Document No. 412, 87th Congress, 2nd Session.

D-7. FAIRFIELD

Considered protection for this town is covered in House
Document No. 600, 87th Congress, 2nd Session.

. a. Shoreline, The city has a shoreline along the Sound of
about 5.9 miles of which about 5.0 miles, mainly sandy beach, is pub-

licly owned. The total tidal waterfrontage of the city, including

the banks of the improved portions of Black Rock Harbor and Cedar Creek,
the Poquonock River, Yellow Mill Channel, and Johnson's River, extends
approximately 20 miles.

b. Tidal Flooding and Damages. The flood levels and losses
in recurring hurricanes of 1930 and 1954 severity are listed below:

Stages (feet msl)

Hurricane L,I. Sound Poguonock River Recurring Loss
(west to east)
1938 10.0 to 942 9.5 $2,000,000
198, 9.l 1o 9,2 9.9 880,000
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In a Standard Project Hurricane, flooding along the Sound
could be experienced to a stage varying in elevation from about 13.3
to 13.2 feet, msl, west to east; and to an elevation of about 1L.3
feet msl in the Poguonock River.

The damages are located along the entire shoreline of the
c¢ity. In a recurrence of the 195l hurricane over one-half of the
damage would be industrial in nature and largely to plants in the
Cedar Creek and Tongue Point areas.

¢, Considered Protection, Consideration has been given to
providing protection in two areas of the city against flooding to
and above the record level. The plans consisted of the following:

(1) Protection for the flooded area south of the main
line of the New Haven Railroad and east of Iranistan Avenue by {a)
raising Iranistan Avenue from near Park Place to Barnum Boulevard
and raiging Barnum Boulevard from Iranistan Avenue to Main Street,
(b) constructing a dike along the shore at the immer end of Tongue
Point, and (c) constructing a concrete wall from the end of the dike,
along Henry Street, to high ground north of the United Illuminating
Company property.,

(2) Protection for property at the inner end of Tongue
Point, east of Main Street and south of Henry Street, by ringing the
property with a dike along the shore and concrete walls along the other
three sides,

(3} Protection for industrial property on the west
bank of the Pogquonock River, above and below Grand Street, by the in-
stallation of steel sheet piling along the riverfront below Grand
Street and diking to a point about 800 feet above Grand Street, to-
gether with necessary tie-back walls to high ground, a pumping station,
and other appurtenant works. '

D~9., STRATFORD

A plan of protection for this town was recommended by the
Chief of Engineers in an interim hurricane survey report dated 29
January 198h. ‘

D-10, MILFORD

a, Shoreline. The town has a shoreline along the Sound of -
about 10.0 miles and a total shoreline, including the banks of the
Housatonic, Wepawaug, and Indian Rivers, of about 20,0 miles. Approxi-
mately 20 percent of the Sound shorefront is in public ownership,
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b. Tidal Flooding and Damages. The record level of tidal
flooding, experienced in the hurricanes of September 1938 and Avgust
195k, ranged from 9.2 feet msl at the west to 9.L5 feet msl at the
east. In a Standard Project Hurricane flooding could be experienced
o a stage ranging from 13.3 to lh.h feet msl, west to east.

The losses today, in a recurrence of the record tidal-flood
level, would amount to an estimated $530,000. These losses would be
scattered aleng the entire waterfront with the three areas of major
damage being (1) the shorefront from Cedar to Fort Trumbull Beach,

(2) the residential area at Bayview, east of Welches Point, and (3)the
residential area at Point Beach and Pond Point.

c.. Considered Protection. Consideration has been given to
the following plans for protection to and above the record level of
floodings

(1) Protection for the flooded area along the Sound,
from the west end of Cedar Beach, near foot of Francis Street, to west
end of Fort Trumbull Beach, a few hundred feet west of the foot of
Seaside Avenue,by sandfill and diking aleng the shore,

(2) Protection for the Bayview area by sandfill and diking
along the shore with tie-back dikes to hlgh ground beyond the east and
west ends of Field Court,

(3) Protection for the Point Beach-Pond Point area by
diking along the shore from near the west end of Morehouse Avenue, around
Pond Peint, to near the south end of Westmoor Road,

D~11l, WEST HAVEN

a. oShoreline. The Sound shoreline of the town measures about
4.3 miles of which about 3,0 miles is in public cwnership. The total
tidal shoreline, including the New Haven Harbor area of the town, is
about 7.0 miles.

b. Tidal Flooding and Damages. The record level of tidal
flooding experienced in the September 1938 and August 1954 hurricanes,
is 9.5 feet msl, In a Standard Project Hurricane flooding could be ex~
perienced to a stage ranging from lL.l to 15.0 feet msl, west to east.

The losses today, upon the recurrence of the record tidal-
flood level, would amount to an estimated $24,0,000, The damages would
be scattered along the entire shoreline with the greatest concentration
being located along the 2000 feet of shore at the west limit of the
town, Other areas of important damages are at Bradley Point and along
the New Haven Harbor waterfront belocw the mouth of West River.
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¢, OConsidered Protection., Consideration has been given to
protecting three areas Jf the town against flooding to and above the
record level, These plans were:

(1) Protection for properties in the Oyster River Beach
area by diking along approximately 1,000 feet of shore and sandfill and
diking along 700 feet,

(2) Protection for flooded area at Bradley Point by the
construction of diking around the Point, augmented in places by sand-
£i11, plus tie-back dikes to high ground street gates, and other appur-
tenant measures,

(3) Protection for the industrial properties along the
waterfront at the eastern end of the town by diking along the shore
‘between BElm Street and Main Street, extended, plus tie~back diking and
other supplemental work.

D-12, NEW HAVEN

a. Shoreline, The city has a total tidal shoreline, including
New Haven Harbor and the Mill and Quinnipiac Rivers, of over 15 miles of
which slightly over two miles, in the vicinity of Lighthouse Point, are
along the Sound and the outer portion of New Haven Harbor.

- b. Tidal Flooding and Damages. The record level of tidal
flooding, experienced in the hurricanes of September 1938 and August
1954, is 9,5 feet msl. In a Standard Project Hurricane flooding could
be experienced to a stage ranglng from 15,0 feet msl at the west to 15.3
- feet msl at the east,

The losses today, in a recurrence of the record tidal~flood
level, would amount to an estimated $1,010,000, The damages would be
principally located in the waterfront area at the head of the harbor,
along the banks of the Mill and Qulnnlplac Rivers, and along the east
shore of the harbor.

ce - Considered Protection. Consideration has been given to
the possibilities of protecting several locations in the city where the
damages would be relatively high in the event of future flooding to or
above the record level and where protection might conceivably be located
without seriously interfering with the operation of waterfront terminals
and other facilities. The several considered plans were as follows:

(1) Protection for all or portions of the flooded area
in the Fair Haven section of the city by the construction of dikes and
walls, with appurtenant measures, along the bank of Mill River, from the
vicinity of Humphrey Street to the mouth of the river, then up the
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Quinnipiac River to near the foot of Pine Street,

(2) The construction of dikes and walls, with pumping
station, tie-back dikes, and other related works, along the south or
left bank of the Quinnipiac River to afford protection for the major
part of the flooded industrial area between the Connecticut Turnpike and
Ferry Street.

D-13. EAST HAVEN

a. Shoreline. The town has a total shoreline along the Sound
of approximately 2.3 miles. The entire shorefront, with the exception
of a few street ends, is privately owned.

b. Tidal Flooding and Damages. The record level of tidal
flooding, experienced in the September 1938 and August 1954 hurricanes,
is 9.5 feet msl. In a Standard Project Hurricane flecoding could be.
experienced to a stage ranging in elevation from 15,3 to 15.5 feet msi,
west to east,

.The losses today, upon the recurrence of the record tidale-
flood level, would amount to an estimated $700,000, The damages are
scattered along the entire shoreline with the greater concentrstions
being at West Silver Sands;Silver Sands, and Momauguin Beaches,

c. Considered Protection. Consideration has been given to a
number of plans that would afford protection to all or various sections
of the waterfront from the west end of West Silver Sands Beach to and
around Mansfield Point at the east end of Momawguin Beach, against
flooding to and above the record level, by the placement of sandfill and
diking along the shore.

D-1l, BRANFORD

- 2. . Shoreline. The shoreline of the town, along the Sound,
measures apout 12.0 miles. It is all in private ownership., The total
tidal shoreline of the town, including East Haven River, Branford River,
and Stony Creek, but excluding islands, extends a distance of over 21,0
miles,

b, Tidal Flooding and Damages, The record level of tidal
flooding, experienced in the September 1938 and August 195} hurricanes,
is 9.5 feet msl. In a Standard Project Hurricane flooding could be ex-
perienced to a stage ranging in elevation from 15.5 feet msl at the west
to 19.6 feet msl at the east.

The losses today, upon the recurrence of the record tidal-flood
level, would amount to an estimated $1,350,000, Over 8l percent of the
total damage would be to properties along the banks of Branford River



above Branford Point with over 80 percent of the total being located
at and near the head of navigation.

c. Considered protection, Consideration has been given to
three general plans that would afford flooded areas along Branford
River with protection to and above the record level, These plans are:

(1) Dike and wall protection along the right or north
bank of the river, from a point about 600 feet above the Indian Neck
Avenue Bridge to a point about 2,000 feet below the bridge.

(2) a rockw-faced, earth-filled barrier across Branford
River at Branford Point, with a navigation opening 75 feet wide, equipped
with gates to either COmpletely‘or partially close the opening durlng
a hurricane.

; (3) 4 barrier across Branford Harbor, runnlng approxi~
mately west from Indian Neck Point to the general vicinity of Double
Beach, with a partially-gated navigation opening 75 or 100 feet wide.

D-15. GUILFORD

a, BShoreline, The tidal shoreline of the town, including
the bays, coves, and harbors along the Sound but excluding the banks of
the East and West Rivers, measures nearly 12 miles, This is all in
prlvate ownership wmth the exception of 800 feet of publicly-owned shore.

b. Tldal Floodlng and Damages., The record level of tidal
floodlng, experienced in the September 1938 and August 195k hurricanes,
is 9.4 feet msl, In a Standard Project Hurricane flooding could be ex-
perienced to a stage ranging in elevation from 15.6 to 15.8 feet msl,
from west to east.

~ - The losses today, upon the recurrence of the record tidel-
flood level, would amount to an estimated $190,000. The damages are
scattered over a number of locations along the entire. shoreline with no
significant concentrations,

: c. ~Considered Protection. Consideration has been given to four
general plans for providing flooded areas along the Sound with protection
to and above ‘the record level. These plans were as follows:

(1) Diking around flooded residential properties at Vine-
yvard Point.

(2) Diking around the industrial plant located between
"the West River and Whitfield Street, south of the railroad, which would
begin to sustain damages of consequence with flooding to a stage two
feet above the record level,
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(3) Diking around the residential properties on both
sides of Seafield Avenue, from Whitfield Street south to Guilford Point.

(4) Diking around residential properties at the east
end of Whitfield Street, at the head of the navigation project in Sluice
Creeck,

D=16 MADISON

a. Shoreline, - The town has a shoreline along the Sound of
about 7.4 miles of which aboubt 2. 3 miles are publlcly owned. The total
tidal water frontage is about 9 miles,

b. Tidal Flooding and Damages, The record level of tidal
flooding, experienced in the September 1938 and August 1954 hurricanes,
ranged from 9.4 feet msl at the west to 9.3 feet msl at the east. In
a Standard Project Hurricane flooding could be experienced to a stage
ranging from 15,8 to 15.7 feet msl west to east, The losses today,
upon the recurrence of the record tidal flood level, would amount to an
estimated $700,000. The losses are located along the entire shoreline,
About 30 percent of the total would be along 2600 feet of shore in the
Canoce- Harbor-Overshore area and 20 percent along the one mile of shore
west of Chipman Point.

c. Considered Protection. Protection was considered for an
area of concentrated damage between Oak Avenue and Shoreland Drive
against flooding to and above the record level, It consisted of raising
and widening the existing beach by the placement of sand fill and con-
structing a back-up dike along the lsndward edge of the fill and tie-
back dikes to high ground,

D-17, CLINTON

a. Shoreline., The town has a shoreline along the Sound of.
4.8 miles of which about 1.2 miles are publicly owned and principally
sandy beach, The total tidal shoreline, including the tidal portlon of
Clinton Harbor and other inlets, is about 12 miles,

b. Tidal Flooding and Damages, The flcod levels and losses
in recurring hurricanes of 1938 and 195l severity are listed belows

Hurricane Stage | Recurring Loss
(feet msl)
1938 9.3 $260,000

1954 | 9.2 220,000
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In a Standard Project Hurricane fiooding could be experienced
to approximately 15,6 feet msl.

The losses are located along the entire shoreline of the town
and consist largely of damage to summer cottages, seawalls, and grounds,
The two areas of heaviest, damage are the Herbor View section on the east
side of Clinton Harbor and the riverfront area on the north bank of the
Hammonasset River, east of the town dock at the foot of ifaplewood Drive,

¢. Considered Protection. Consideration has been given to pro-
viding protection in two areas of the town against flooding to and above
the record level. The plans consisted of the following:

(1) A dike completely enclosing the Harbor View area.

(2) Dikes and walls along the north shore of the Hammonasset
River, with closure dikes to high ground, to provide protection to the
flooded area between Maplewood Drive and Commerce Street.

D-18., WESTBROOK
a. Shoreline., The Sound shoreline of Westbrook measures about

4.3 miles of which 3.7 miles principally sandy beach, is privately owned.
The total tidal shoreline is about S miles,

bs Tidal Flooding and Damages. The Tlood levels and losses in
recurring hurricanes of 1938 and 1954 severity are listed below:

Hurricane Stage (west to east) Recurring Loss
{feet msl;
1938 9,3 to 9.1 $860,000
195k 9.2 700,000

In a Standard Project Hurricane flooding along the Sound would
be experienced to a stage varying in elevation from 15.5 to 15.2 feet
msl, west to east,

Ihe damages are scattered along the entire shorefront of the town
The heaviest concentrations are found along the 4200 feet of shorefront
in the West Beach area, which includes the Coral Sands Development, and =
along the shore at Middls Beach,

¢, Considered Protection. Consideration has been given to
protection of three areas In thé town against flooding to and above the
record 1938 level, These plans are:
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(1) Protection of the West Beach area by sand fill
and diking along the shore with necessary closure dikes to high ground.

{2) Diking around the summer cottages at Coral Sands.

(3) Sand £ill and diking along Middle Beach with closure
dikes to high ground.

D-19 OLD SAYBROOK

as Shoreline., The Sound shoreline of the town measures
about 5.6 miles, This is all privately owned with the exception of
180 feet of town-owned beach. The total tidal shorellne, including the
Connecticut River, is about 23 miles,

b. Tidal Flooding and Damages. The flood levels and losses
in recurring hurricanes of 1938 and 195L severity are listed below:

Hurricane Stage Recurring Loss
(feet msl) '
1938 9.4 $1,370,000
1954 9.2 ' 1,180,000

In a Standard Project Hurricane flooding along the Sound would be
experienced to a stage varying from 15.2 to 1L.9 feet msl, west to east.

The damages are scattered along the entire Sound shoreline of the
town with the greatest concentration amounting to about two-thirds of
the total damage, being located west of Oyster River., The major part of
this loss, in turn, would be in the Chalker Beach area.

c. Considered Protection. Consideration was given to protecting
two areas of the town against flooding to and above the record level.
These plans were:

(1) Diking and sand fill from the town line, near the
nouth of Coldspring Brook, along Chalker Beach and the Indiantown and
.Saybrook Manor areas, to the mouth of Qyster Creek, with tie-back dikes
to high ground to complete closure. Several alternate closures were
studied.

(2) Protection of residential development at Great Hammock
Beach by the construction of dlkes and/or walls, around entire perimeter
of the settlement.
D-20 0OLD LYME

a. Shoreline., The town has a shoreline along the Sound of about
5.5 miles which is all privately owned with the exception of 150 feet of
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public beach, The total tidal shoreline, including the Connecticut
River, is about 23 miles.

b. Tidal Flooding and Damages., The flood levels and losses
in pecurring hurricanes of 1938 and 195 magnitude are listed belows:

Hurricane Stage (west to east) Recurring Loss
(feet msl) :
1938 9l to 9.5 $1,980,000
195h : 9.1 -, 1,700,000

- In a Standard Project Hurricane flooding would be experienced
to a stage ranging from 14.9 to 14.7 feet, msl. west to east.

The damages are scattered along the entire shorefront, The
major concentrations of damage are found at White Sands Beach, west of
Brighton Point; the Hawks Nest area, west of Sound View Creek; the
Sound View to Old Lyme Shores area, west of Sound View Creek; and the
Point O'Woods section of the town.

¢, Considered Plans., Consideration was given to protection
at White Sands beach, Sound View Beach, and Point O'Woods against tidal
flooding to the record 1938 level and higher., The considered protection
at each of the three locations consisted of raising and widening the
existing beach by the placement of sand fill and constructing a back-up
dike along the landward edge of the fill and necessary tie back dikes to
hlgh ground.

D-21 EBAST LYMRE

a, oShoreline. The Sound shoreline of the town measures about
6.8 miles of which about one mile is publicly owned. The total tidal shore-
line extends about 18 miles, :

b, Tidal Flooding and Damages. The flood levels and losses in
recurring hurricanes of 1938 and 1954 severity are listed below:

Hurricane - Stage (west to east) | Recurring Loss
1938 9.5 to 9.6 $2,070,000
. 195) 9.0 to 8,9 990,000

In 2 Standard Project Hurricane flooding would be experienced to
a stage varying in elevation from 14,7 to 1lh.l feet msl, west to east,
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The damages are scattered along most of the waterfront with the
greatest concentration being located along the west shore of Niantic
Bay from the Black P01nt Beach Club to Crescent Beach.

¢. Considered Plan., Consideration was given to the protection
of the flooded area in the vicinity of Oak Beach against flooding to and
above the record 1938 level, The considered plan consisted of sand fill
and diking along the shore with riecessary tie-back dikes to high ground.

D~22, WATERFORD

a. Shoreline, The town has a shorefront along the Sound of
about 7.3 miles of which about one mile is publicly owned. The total
tidal shoreline, including the Niantic Rlver and the west bank of the
Thames River, is about 22 miles, .

b. Tidal Flooding and Damages, The flood levels and losses
in recurring hurricanes of 1938 and 1954 severity are listed below:

Hurricane Stage (feet msl) Recurring Loss
L.I. Sound Thames R.
(west to east)( south to north)

1938 9.6 to 9.7 1042 to 1L $370,000
195L 8.9 9.1 to. 9 310,000

In a Standard Froject Hurricane flooding would be experienced
to a stage varying in elevation from 1.4 to 1.1 feet msl along the
Sound,from west to east, and from 1l.8 to 16.7 feet msl along the Thames
River, from south to north.

The damages are scatiered along the entire shoreline with the
principal concentrations being located at the head of Niantic Bay and
in the Ridgewood area on the west bank of Alewife Cove. Much of the loss
in the town, in 1954, was damage to boats. ‘

In view of the nature of the damage and the fact that it extends
over velatively long lengths of shorefront, protection against tidal
flooding was not considered.

D-23. NEW LONDON

a. Report Area and Shoreline. This report covers the 1.3
miles of the city's shoreline along the Sound from the entrance of
Alewife Cove to Quinnipeag Rocks. The remainder of the New London
waterfront area with a total length of about 8. miles, is ineluded in
the authorized project described in House Document No.L78, 87th Congress,
2nd Session.
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be. Tidal Flooding and Damages. The flood levels and losses
in the study area along the Sound, in recurring hurricanes of 1938
and 1954 severity, are listed belows

Hurricane Stage Recurring Loss
(feet msl)
1938 9.7 $510,000
95h 8,9 | 500,000

In a Standard Project Hurricane flooding would be experienced
to a stage of 14,0 feet msl,

Approximately one-half of the damages in the study area would
be sustained at the amusement park at Ocean Beach and one~third in the
Neptune Park Area.

The total losses in New London, including the area covered
in the previous study, assuming no hurricane protection plans in operation,
are estimated at $5,500,000 for a recurring 1938 hurricane and $l,280,000
for a recurring l95h hurricane.

¢c. Considered Plan, Consideration was given to the protection
of Ocean Beach against flooding to and above the record 1938 level by
sand fill and diking along the shore with necessary tie-back dikes to
high ground,

In connection with studies of protection for flooded properties
in Groton, on the east shore of New London Harbor, consideration was given
to a number of plans for breakwater protection in the harbor. Several
of these plans would also afford some protection, through reduction in
wave heights, to properties along the New London shore outside the authori-
zed project protection. (See Paragraph D-28¢),

D=2, MONTVILLE

. a, Shoreline, The tidal shoreline of the town along the west
bank of the Thames River measures about 9 miles,

b. Tidal Flooding and Damages, The flood levels and losses
in recurring hurricanes of 1938 and 1954 levels are listed belows

Hurricane Stages (south to north) Recurring Loss
(feet msl) '
1938 1Lk to 13.7 $910,000
1954 Fok to 10,1 700,000
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 Hurricane Stages (feet msl) Recurring Loss
; - L.I, Sound Thames R. -
(west to east){south to north)
1938 Fo7 w0 10,3 ~F.7 to L0:B $5,090,000

1954 8,9 to 8.8 8.9 to 9.1 2,620,000

In a Standard Project Hurricane flooding would be experienced
to a stage of 14,0 feet msl along the Sound and to a stage ranging from
14,0 to 15,4 feet msl, south to north, along the Thames River., The
major portion of the losses are located in the Groten Long Point area,
between Mumford and Palmer Coves.  The balances of the losses would be-
at scattered locations along the shore, particularly at Fastern Point
and Jupiter Point,

The total losses in Groton, including the area covered in the
previous report, and assuming no hurricane protection plans in operation,
are estimated at $5,090,000 for a recurring 1938 hurricane and $2,620,000
for a recurring 195l, hurricane,

c. Considered Protection, Consideration has been given to
partial protection for Groton Long Point area, against tidal flooding
to the record 1938 level, by means of the following.

(1) The placement of sand fill to raise and widen approxi-
mately 900 feet of South Beach, west of Groton Long Point, and 2,600 feet
of Main Beach, east of Buddington Peoint, and the construction of a low
precast concrete wall backstop along the landward limit of the'fill,

(2) The construction of diking along the rocky east shore
of the point.

(3)  The construction of a barrier, with a partially-gated
navigation opening, across the entrance to Mumford Cove,

A preliminary study has been made of breakwater protection for
the New London Harbor area which would reduce wave heights in Groton, on
the east shore, and in New London, outside the authorized preject pro-
tection, on the west. Five plans were considered calling for breakwaters
at a numter of alternate locations in the outer half of the harbor, from
south of Fort Trumbull and the Electric Boat Division to the harbor en-
trance, outside of Eastern Point. Four of the five plans necessitate a
relocation of the main navigation channel,

D-29, STONINGTON

a. Report Area and Shoreline, This. report covers the area of
Stonington bordering the Sound from a point about 3000 feet west of the
entrance to Wequetequock Cove, This area has a shoreline along the Sound
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of about 8 miles and a total tidal shoreline, including Stonington Harbor
and other identations, of about 18 miles. The Mystic River and Harbor
and Pawcatuck River areas of the town, with a total shoreline of about

28 miles, are included in authorized projects described in House Docu-
ments Nos., }j11, 87th Congress, 2nd Session, and 212, 86th Congress, lst
Session.

b. Tidal Flooding and Damages. The flood levels and losses
in recurring hurricanes of 1930 and 195 severity are listed below:

Hurricane Stages {west to east) Recurring Loss
(feet msl})
1938 10.) $l,,160,000
1954 ‘ 8.9 to 9sk 2,935,000

In a Standard Project Hurricane flooding would be experienced
t0 a stage varying in elevation from about 1.3 to 1.6 feet msl, west
to east, :

Over 90 percent of the damage in the report area would be at
Stonington Village, on Stoningbton Point, with most of the balance being
located in the Lords Point area.

(Total losses in the town, including areas covered in previous
studies, assuming no hurricane protection plans in operation, are esti-
mated at $7,700,000 for a recurring 1938 hurricane and $L,920,000 for a
recurring 1954 hurricane),

c. Considered Protection, Consideration has been given to pro-
tection of two areas oi the town against tidal flooding to and above the
record 1938 level. These plans were as follows:

(1) Protection for the flooded area extending along the
shore from the west end of White Beach, near the entrance to Quambaug Cove,
to the esast side of Lords Point by sand fill and diking along the rocky
portions of the shore, plus necessary tie-back dikes to high ground and other
appurtenant works,

(2) Protection at Stonington Village for the flooded area
north of the railroad, near the head of Stonington Harbor, and just south
of the railroad, at the inner end of Stonington Point, by diking along
the north side of the railroad and the banks of Stonington Harbor and
Quanaduck Cove, and sand fill and diking along the east and northeast
shore of Stonington Point, northwest of the entrance to Little Narragan-
sett Bay.

(3) Raising and extending the existing inner breakwater
on the west shore of Stonington Point., '

O
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